
PRESSURE LOCK CHECKLIST  (PG. 1 0F 1) 
REFERENCE: SHIP SPECS AND DWG 804-595277  

SHIP: DATES OF ASSESMENT: COMPARTMENT #: 
 DESCRIPTION S U COMMENTS STOCK # OR APL/AEL 
 ENTRANCE DOOR 
 1 WARNING PLATE READING “DO NOT USE IN A CBR ENVIROMENT” IS 

PROVIDED ON THE EXTERIOR SIDE OF THE ACCESS DOOR TO THE 
PRESSURE LOCK. 

    

 2 WARNING PLATE IS PROVIDED ON BOTH SIDES OF THE DOOR 
READING  “WARNING – CPS ZONE BOUNDARY – OPEN/CLOSE WITH 
CARE TO AVOID INJURY” 

    

 3 DC CLASSIFICATION IS PROVIDED ON BOTH SIDES OF THE DOOR.     
 4 BATTLE LANTERN IS PROVIDED FACING THE ACCESS DOOR 

ILLUMINATING WARNING AND INSTRUCTION PLACARDS. 
    

 5 6” FIXED LIGHT IS PROVIDED ON DOOR     
 INSIDE THE PRESSURE LOCK 

CCOL IS PROVIDED & INCLUDE’S THE FOLLOWING:   
A)   DOORS      
B)   FITTINGS     
C)   VALVES         
D)   REPRODUCERS      

 6 
  

E)    INTERCOMS & 75MC     
  7 COMPARTMENT TARGET IS PROVIDED AND CORRECT     
  8 LIGHT SWITCH IS PROVIDED WITH RED LIGHT CAPABILITY     
  9 DECK DRAIN PROVIDED IF PRESSURE LOCK EXITS TO THE WEATHER     
10 DECK COVERING SHOULD BE THE SAME AS THE PASAGEWAY OR AT 

LEAST SLIP RESISTANT. 
    

 EXIT DOOR 
11 WARNING PLATE READING “DO NOT USE IN A CBR ENVIROMENT” IS 

PROVIDED ON THE EXTERIOR SIDE OF THE ACCESS DOOR TO THE 
PRESSURE LOCK. 

    

12 WARNING PLATE IS PROVIDED ON BOTH SIDES OF THE DOOR 
READING  “WARNING – CPS ZONE BOUNDARY – OPEN/CLOSE WITH 
CARE TO AVOID INJURY” 

    

13 DC CLASSIFICATION IS PROVIDED ON BOTH SIDES OF THE DOOR.     
14 BATTLE LANTERN IS PROVIDED FACING THE ACCESS DOOR 

ILLUMINATING WARNING AND INSTRUCTION PLACARDS. 
    

15 6” FIXED LIGHT IS PROVIDED ON DOOR     
16 DEAD LIGHT COVER IS PROVIDED IF DOOR EXITS TO THE WEATHER     
 TEST FITTING 
17 AIR TEST FITTING IS PROVIDED     
18 AIR TEST FITTING HAS DC CLASSIFICATION OF “X”     

 


